
Assembly Assembly Assembly Assembly InstructionsInstructionsInstructionsInstructions    ––––    Small Small Small Small ––––    MMMMedium edium edium edium SSSSize ize ize ize RRRRacks acks acks acks 

 If you are building a tall and narrow 
wine rack that is only 1 or 2 cubicles         
h                                    orizontally see image A), use wall 
saddles every 2ft or 60cm in height.  

Do not use a metal hammer to tap 
metal supports into it as it will 
damage the supports or the rack. 

Minimum number of rows 
unsupported is 2,do not have  more 
than 3 cubicles wide (see Image B). 

Use our wall saddles every 4’ or 1.2m 
in height. 

To distribute the weight evenly, only 
use flat hard flooring. Do not use on 
soft carpet or uneven floors. 

Please refer to our other manual for 
installation of large size wine racks.  

Ensure that your configuration is 
stable before inserting wine inside 
the cubicles. If in doubt, email us.

2222 Repeat Step 1 and assemble the first pair of parts 
you assembled in step 1. Continue repeating step 1 an d 2 and build 
the rack from the left corner to the right corner. 

When disassembling, gloves are recommended to remove metal  supports.       

The Epicureanist wine rack will accommodate almost all bottle sizes however, 
care should be taken when placing narrow or long bottles to ensure the  
bottles rest correctly.                                                                                                              

The Epicureanist wine rack has only two parts that repeat themselves, you 
can purchase additional sets to add additional cubicles.                                       
The weight of each cubicle is 20g (Example 9 cubicles = 180g + weight 
of wine) 
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 4444 Turn the wine rack around and insert the metal supports into 
the second side of the polymer bottle rest by hand. Once all the 
metal components have been inserted, using the mallet, tap in each 
metal part so they are inserted all the way into the polymer bottle 
rest. 

Image A

Image B 

Thank you for choosing Epicureanist. www.Epicureanist.com Our contact email is info@epicureanist.com 
For a more accurate configuraton, measure the available height & width and refer to the sizing chart below for the number of cubicles 
needed..  (Note, please refer to our ‘design guidelines’ for some important information about safely constructing your Epicureanist wine 
rack). Locate a large and flat surface to construct your wine rack. It’s recommended to place a towel over the flat surface to protect from 
.damage or marking when assembling your wine rack.
1111    Insert one metal support (a) into a polymer bottle rest (b). This is 
achieved by pushing the metal part in firmly by hand – note, it will not 
push in all the way.  That is OK as it will be tapped with the mallet at 
the final assembly stages.

(b) Polymer Bottle Rest

(a) Metal Support

3333 Once all the metal supports have been inserted on this side, using 
a rubber or plastic mallet, tap in each metal part so they are inserted 
ALL the way into the polymer bottle rest. It is critical for safety 
reasons that all of these parts are inserted all the way in as far as 
they can go.  

5555 Place into the cubicle, 
fill it with wine and enjoy 
your custom creation! 
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